Docket No.: MALL-001 

In the Claims: 

Kindly amend the claims as indicated. 
Please add Claims 28-35. 

1 - 10. (Canceled) 

11. (Currently Amended) A landscape edging system comprising: 

a first edging component having a body including a base, said base 
including a first end and a second end opposite said first end and said base including an 
upper surface, «idr^ lower surface opposite said upper surface , and a plurali ty of sides 
forming a container in conjunction with said upper surface of said base : a form disposed 
on said upper surface of said base within said container, wherein said lower surface is 
configured to contact a ground feature, wherein said form includes at least one conduit 
disposed in said form; and 

at least one coupling member configured to demountably couple with said 
first edging component proximate one of said first end and said second end, said at least 
one coupling member including a body having a side wall mounted on a coupling base, 
a mating portion disposed in said side wall and configured to couple with said first 
edging component, said coupling base configured to anchor to said ground feature. 

12. (Original) The landscape edging system of claim 1 1 wherein said at least 
one coupling member is configured to demountably couple with a second edging 
component forming a serial landscape edging pattern, said serial landscape edging 
pattern being repeatable. 
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13. (Original) The landscape edging system of claim 11, said at least one 
conduit configured to contain one of a fluid, an optical conductor and an electrical 
conductor. 

14. (Original) The landscape edging system of claim 1 1 wherein said base 
and said form include a receiver configured to receive said at least one coupling member. 

15. (Currently Amended) The landscape edging system of claim 11 
wherein said at least one c oupling member is configured to promote a sealed union 
between said first edging component and another edging component, wherein a fluid 
tight union is formed containing fluid within said conduit and preventing fluid 
infiltration into said conduit. 

16. (Original) The landscape edging system of claim 1 1 wherein said at least 
one coupling member includes an 0-ring seal. 

17. (Original) The landscape edging system of claim 11 wherein said body 
includes a fluid conduit and an electrical conduit, said fluid conduit configured to fluidly 
couple with a fluid supply and said electrical conduit configured to electrically couple 
with an electrical supply. 

18. (Original) The landscape edging system of claim 11 wherein said body 
includes a light mount, said light mount adapted to receive a light fixture, said light 
fixture being one of an internal fixture and an extemal fixture. 
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19. (Withdrawn) The landscape edging system of claim 11 wherein said body 
includes an irrigation mount, said irrigation mount adapted to receive irrigation 
components. 

20. (Withdrawn) The landscape edging system of claim 11 wherein said body 
includes an electrical access cavity, said electrical access cavity configured to allow for 
service access to electrical equipment disposed in said body, 

21 - 27. (Canceled) 

28. (New) The landscape edging system of claim 11 wherein said form is 
concrete material. 

29. (New) The landscape edging system of claim 1 1 wherein said upper surface 
of said base comprises at least one discontinuity configured to provide strength and 
rigidity to said body. 

30. (New) The landscape edging system of claim 29 wherein said at least one 
discontinuity is an undulated discontinuity. 

31. (New) The landscape edging system of claim 29 wherein said at least one 
discontinuity is a T-shaped discontinuity. 
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32. (New) The landscape edging system of claim 1 1 wherein said upper surface 
of said base comprises at least one stiffening member configured to provide strength and 
rigidity to said body. 

33. (New) The landscape edging system of claim 11 wherein said form 
comprises at least one reinforcement member configured to provide tensile strength to 
said first edging component. 

34. (New) The landscape edging system of claim 1 1 wherein said coupling 
base comprises at least one anchor tab configured to receive anchoring means for 
anchoring said coupling base to said ground feature. 

35. (New) The landscape edging system of claim 11 wherein said form 
comprises a bottom surface and a top surface opposite said bottom surface, said base 
conceals the entirety of said bottom surface. 



5 



